
Fuel Oil

Fresh Water

Passenger Seats

Crew

Fi-Fi Notation

Fi-Fi Monitors

Fi-Fi Pump

OIL DISPERSANT SYSTEM

Emergency Fire Pump

CO2 Fi-Fi System

Fire Detection & Alarm 

Life Rafts

RESCUE BOAT C/W DAVIT

Anchor Windlass c/w 

Bow

Clear Deck Area

Deck Carrying Load

Deck Strength

Main Engines

Auxiliary Engines

Portable generator

emergency generator

bow thruster

propellers

steering gear system

Rudder

Year Built

Place Built

Design

Flag

Length Overall

Length BP

Breadth Moulded

Depth Moulded

Draft (max)

Freeboard (SLL)

Class

Notation

GRT/ NRT

Deadweight 

65.00 m³

30.00 m³

50

10

Hypac, HHAW15-32

SFP-600 m³/h, 250 x 350 XP

1 x Fi-Fi Monitor

Centrifugal Pump, 600 m³/hr @ 130 m

V-Jet nozzles (P&S) 200 L, 

Dispersant Tank

Matsuka/ Yanmar-QP 205, 3600 

RPM @ 530L/m 

4 x Fixed CO2 System for Engine 

room

Tyco MINERVA T2000

6 x 25, 2 x 20, 2 x 10 men, SOLAS 

Compliant

Nil

80.00 m²

45.00 T

2.00 T/m²

3 x Baudouin 12M26.2-A 225, 1100 

BHP @ 1900 RPM, Total 3300 BHP

2 x Baudouin-6W105S, 50 Hz @ 1500 

RPM

KDE3300E Diesel Generator, 50 Hz, 

115/230V, 3 kW

Nil

Linde HPV55-02 , Bow Thruster S-45 KW

3 x Nickel Aluminum Bronze Men Cast

2 x Hydraulic Pump

2 x Stainless Steel Air Foil Type

2013

Singapore

Penguin - Flex - 38

Thailand

38.00 m

35.98 m 

7.60 m

3.65 m

1.89 m

1.41 m

DNV

1A HSLC Crew R1

257.00 T/ 77.00 T

131.47 T

TANK CAPACITIES

ACCOMMODATION

DECK EQUIPMENT

EXTERNAL FIRE-FIGHTING EQUIPMENT

INTERNAL FIFI & ANTI-POLLUTION  EQUIPMENT

LIFE-SAVING EQUIPMENT

DECK PARTICULARS

PROPULSION SYSTEM

PRINCIPAL PARTICULARS

UNIEXPRESS 24
FAST CREWBOAT/ UTILITY VESSEL

Maximum Speed

Economic Speed

21 Knots @ 14.83 T/24 hrs @ 130.97 

T DWT

16 Knots @ 7.70 T/24 hrs @ 130.97 T 

DWT

PERFORMANCE

Fuel Oil pump

Fresh Water Pump

bilge

23.00 m³/hr

12.00 m³/hr

30.00 m³/hr

CARGO DISCHARGE CAPACITIES
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