
Main Engines

Auxiliary Engines

Bow Thruster

Propellers

Steering Gear System

Rudder

Fuel Oil Pump

Fresh Water Pump

Bilge

Passenger

Crew

Fi-Fi Notation

Fi-Fi Monitors

Fi-Fi Pump

Emergency Fire Pump

CO2 Fi-Fi System

Fire Detection & Alarm 

Life Rafts

Anchor Windlass c/w 

Bow

crane

Clear Deck Area

Deck Carrying Load

Deck Strength

Maximum Speed

Economic Speed

Fuel Oil 

Fresh Water

Year Built

Place Built

Design

Flag

Length Overall

Length BP

Breadth Moulded

Depth Moulded

Draft (max)

Freeboard (SLL)

Class

Notation

GRT/ NRT

Deadweight 

3 x Cummins KTA38-M2 (IMO Tier II), 

1350 BHP @ 1900 RPM, 

Total 4500 BHP

3 x Cummins 6BT5.9-DM1, 80kW @ 

1500 RPM  

1 x Electro-hydraulic @ 100 HP

3 x Fixed Pitch, Ni-Al-Bronze, 5 blades

1 x NS2 1.6-35-PP2

2 x Mencast

1 x 23.00 m³/hr

Nil

1 x 30.00 m³/hr

20 seats

1P x 2, 2P x 1, 4P x 1 = 8

Hypac Electro Hydaulic Winch c/w 

Wire Rope, Chain & Single Anchor

Palfinger PK4501, 0.5 T @ 6 m radius

Equivalent to 1/4 FIFI System c/w 

Water Spray

1 x 600 m³/hr  with remote clutch and 

controls

1 x 600 m³/hr @ 130m head, 

SFP250X350XP

30m³/hr @ 35 m head

Fixed CO2 System for Engine Room

Optical, Multi-Sensor Smoke & Heat 

Detector

4x25, SOLAS Compliant

90.00 m²

60.00 T

2.00 T/m²

23 Knots @ 20 T DWT

18 Knots @ 20 T DWT

97.00 m³

30.00 m³

2015

Batam, Indonesia

Penguin Shipyard Int’l

Panama

40.00 m

36.51 m

7.60 m

3.65 m

1.89 m

1.76 m

BV

+Hull, +Mach, Crewboat, Sea area 3

259.00 T / 77.00 T

132.00 T

PROPULSION SYSTEM

CARGO DISCHARGE CAPACITIES

ACCOMMODATION

DECK EQUIPMENT

EXTERNAL FIRE-FIGHTING EQUIPMENT

INTERNAL FIFI & ANTI-POLLUTION  EQUIPMENT

LIFE-SAVING EQUIPMENT

DECK PARTICULARS

PERFORMANCE

TANK CAPACITIES

PROPULSION SYSTEM

PRINCIPAL PARTICULARS
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SERIAL

TMMARINE TRANSMISSION BOM NO.MODELNO.LUBRICATION:EVERY 10 SERVICE HOURS OR DAILY:WITH ENGINE RUNNING AND MARINE TRANSMISSION IN NEUTRAL.

EVERY 1000 SERVICE HOURS OR 6 MONTHS,DRAIN AND REFILL HOUSING WITH CLEAN OIL. REMOVE AND REPLACE

SHAFT SEALS AT GREASE FITTING WITH WATER PUMP GREASEEVERY 100 HOURS:TO PREVENT BILGE WATER FROM ENTERING HOUSING.WHICHEVER COMES FIRST:IMPORTANT:AVAILABLE ON REQUEST. REFER TO "MARINE TRANSMISSION LUBRICANT"LUBRICATED AND MAINTAINED AS SPECIFIED IN THE SERVICE MANUALPLATE SHIPPED WITH UNIT. BILL OF MATERIAL NO. MUST BE GIVENFILTER ELEMENT WHERE APPLICABLE. CLEAN SUCTION SCREEN.

TWIN DISC INCORPORATED   RACINE, WI   53403    MADE IN U.S.A.

CHECK OIL LEVEL WHEN PROVIDED, LUBRICATE OUTPUT

WARRANTY IS VOID UNLESS TRANSMISSION ISWHEN ORDERING PARTS.
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1 Men
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A/C

desk

4 Men
1 Man
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1.5m²x1.7m
SLUDGE TANK

1.5m²x1.7m
SLUDGE TANK
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PANAMA

Arabic Lounge
11.2m²

Store
17.7m²

Wheelhouse

FWD Tank RoomAFT Tank
Room

Engine Room
UP

Crew Accommodation Bow
Thruster
Compt.

S.G.
Compt.

Workshop
5mx3m

(Container)

RESCUE  ZONE

Prayer
Room
7.2m²

15600
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15
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2743
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Flex-40SL (H282, Express 94)
General Arrangement

BHR 28-12-2020

SL 28-12-2020

YJH 28-12-2020

Flex-40SL

Arrangement

Released

mm

H282

A1

1:75

PSA-H282-601-01 1 of 1 A

LENGTH OVERALL :
LENGTH BET. PERPENDICULAR :
LENGTH WATERLINE :
BREADTH MOULDED :
DEPTH MOULDED :
DESIGN DRAFT :
COMPLEMENT :

CLASS NOTATION :

40.00 M
36.51 M
37.45 M

7.60 M
3.65 M
1.89 M

MAIN PARTICULARS

ABS   A1  HSC CREW BOAT
RESTRICTED SERVICE AMS

 8  CREW
20 OFFSHORE WORKERS


